## STUART 10V PARTS LIST

<table>
<thead>
<tr>
<th>ITEM NO.</th>
<th>PART NO.</th>
<th>DESCRIPTION</th>
<th>MATERIAL</th>
<th>SIZE</th>
<th>QTY.</th>
</tr>
</thead>
<tbody>
<tr>
<td>30</td>
<td>00130</td>
<td>BOXBED</td>
<td>CAST IRON</td>
<td>3 ¾&quot; x 2&quot; x 1 ¼&quot;</td>
<td>1</td>
</tr>
<tr>
<td>29</td>
<td>00129</td>
<td>SOLEPLATE</td>
<td>CAST IRON</td>
<td>2 ¾&quot; x 1 ½&quot; x ¾&quot;</td>
<td>1</td>
</tr>
<tr>
<td>11</td>
<td>00128</td>
<td>STANDARD</td>
<td>CAST IRON</td>
<td>2 ¾&quot; x 1 ¼&quot; x 2 ¼&quot;</td>
<td>1</td>
</tr>
<tr>
<td>2</td>
<td>00132</td>
<td>CYLINDER</td>
<td>CAST IRON</td>
<td>1 ½&quot; x 1 ¼&quot; x 1 ¾&quot;</td>
<td>1</td>
</tr>
<tr>
<td>23</td>
<td>00133</td>
<td>VALVE CHEST</td>
<td>CAST IRON</td>
<td>1 ½&quot; x 1&quot; x ¾&quot;</td>
<td>1</td>
</tr>
<tr>
<td>28</td>
<td>00134</td>
<td>VALVE CHEST COVER</td>
<td>CAST IRON</td>
<td>1 ¼&quot; x 1&quot; x ¾&quot;</td>
<td>1</td>
</tr>
<tr>
<td>42</td>
<td>72440</td>
<td>FLYWHEEL</td>
<td>CAST IRON</td>
<td>3&quot; Ø x ¼&quot;</td>
<td>1</td>
</tr>
<tr>
<td>6, 15</td>
<td>CI300</td>
<td>CYLINDER COVERS</td>
<td>CAST IRON</td>
<td>35mm Ø x 1 ¼&quot;</td>
<td>1</td>
</tr>
<tr>
<td>33</td>
<td>60210</td>
<td>CONROD</td>
<td>BRASS</td>
<td>2 ¾&quot; x ¾&quot; x ¾&quot;</td>
<td>1</td>
</tr>
<tr>
<td>34</td>
<td>MS025</td>
<td>CRANKSHAFT</td>
<td>MILD STEEL</td>
<td>½&quot; Ø x 7&quot;</td>
<td>1</td>
</tr>
<tr>
<td>35</td>
<td>MS065</td>
<td>ECCENTRIC SHEAVE</td>
<td>MILD STEEL</td>
<td>½&quot; Ø x 1&quot;</td>
<td>1</td>
</tr>
<tr>
<td>21</td>
<td>SS225</td>
<td>VALVE ROD</td>
<td>STAINLESS STEEL</td>
<td>½&quot; Ø x 2 ¾&quot;</td>
<td>1</td>
</tr>
<tr>
<td>24</td>
<td>BR340</td>
<td>PISTON &amp; GLAND</td>
<td>BRASS</td>
<td>½&quot; Ø x 1&quot; x ¾&quot;</td>
<td>1</td>
</tr>
<tr>
<td>22</td>
<td>BR385</td>
<td>FORK END</td>
<td>BRASS</td>
<td>½&quot; sq x ¾&quot;</td>
<td>1</td>
</tr>
<tr>
<td>20</td>
<td>BR440</td>
<td>VALVE ROD GLAND</td>
<td>BRASS</td>
<td>2BA HEX x ¾&quot;</td>
<td>1</td>
</tr>
<tr>
<td>38</td>
<td>BX480</td>
<td>CRANKSHAFT BEARINGS</td>
<td>BRASS</td>
<td>▲ x 1 ⅜&quot;</td>
<td>1</td>
</tr>
<tr>
<td>1</td>
<td>AL605</td>
<td>CYLINDER LAGGING</td>
<td>ALUMINIUM</td>
<td>1 ½&quot; x 3 ½&quot;</td>
<td>1</td>
</tr>
<tr>
<td>7, 25</td>
<td>72432</td>
<td>GLAND PACKING</td>
<td>GRAPHITE YARN</td>
<td>1mm x 6&quot;</td>
<td>1</td>
</tr>
<tr>
<td>10, 14</td>
<td>61408</td>
<td>CYLINDER COVER GASKETS</td>
<td>OAKENSTRONG</td>
<td>1 ¾&quot; Ø</td>
<td>2</td>
</tr>
<tr>
<td>27, 55</td>
<td>60123</td>
<td>VALVE CHEST GASKETS</td>
<td>OAKENSTRONG</td>
<td>1 ½&quot; x 1&quot;</td>
<td>2</td>
</tr>
<tr>
<td>3</td>
<td>71815</td>
<td>ROUND HEAD SCREWS</td>
<td>BRASS</td>
<td>8BA x ½&quot;</td>
<td>4</td>
</tr>
<tr>
<td>46</td>
<td>71679</td>
<td>SET SCREW</td>
<td>MILD STEEL</td>
<td>7BA x ¾&quot;</td>
<td>1</td>
</tr>
<tr>
<td>41</td>
<td>71824</td>
<td>GRUBSCREW</td>
<td>MILD STEEL</td>
<td>5BA x ¾&quot;</td>
<td>1</td>
</tr>
<tr>
<td>44</td>
<td>71825</td>
<td>GRUBSCREW</td>
<td>MILD STEEL</td>
<td>7BA x ¾&quot;</td>
<td>1</td>
</tr>
<tr>
<td>53</td>
<td>71703</td>
<td>BOLTS</td>
<td>MILD STEEL</td>
<td>7BA x ¾&quot;</td>
<td>1</td>
</tr>
<tr>
<td>36, 47</td>
<td>71707</td>
<td>BOLTS</td>
<td>MILD STEEL</td>
<td>7BA x ¾&quot;</td>
<td>1</td>
</tr>
<tr>
<td>16, 39, 50</td>
<td>71736</td>
<td>STUDS</td>
<td>MILD STEEL</td>
<td>7BA x ½&quot;</td>
<td>13</td>
</tr>
<tr>
<td>12</td>
<td>71737</td>
<td>STUDS</td>
<td>MILD STEEL</td>
<td>7BA x ¾&quot;</td>
<td>5</td>
</tr>
<tr>
<td>31</td>
<td>71739</td>
<td>STUDS</td>
<td>MILD STEEL</td>
<td>7BA x ¾&quot;</td>
<td>4</td>
</tr>
<tr>
<td>19</td>
<td>71742</td>
<td>STUDS</td>
<td>MILD STEEL</td>
<td>7BA x ¾&quot;</td>
<td>4</td>
</tr>
<tr>
<td>49, 54</td>
<td>71764</td>
<td>NUTS</td>
<td>MILD STEEL</td>
<td>7BA LOCK</td>
<td>2</td>
</tr>
<tr>
<td>13, 17, 32, 37, 40, 48, 51, 56</td>
<td>71755</td>
<td>NUTS</td>
<td>MILD STEEL</td>
<td>7BA FULL</td>
<td>29</td>
</tr>
</tbody>
</table>